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 VERANDA-XXX SERIES 

 Special Metallized Powders 

 

Information: 

 

1. TECHNICAL INFORMATION  

2. PRODUCT AVAILABILITY 

3. MARKETING AND APPLICATIONS 

 

 



VERANDA-XXX SERIES 
 
Special Metallized Powders  
 

 
1. TECHNICAL INFORMATION  

 

● PRODUCT FEATURES 
 
Veranda series is characterized by metallized powders with a rough surface; it provides an 
excellent functional and decorative solution for handrails, mailboxes or garden sets.    
 
 

● TECHNICAL DATA  

 
 

CHEMICAL NATURE MODIFIED POLYESTER 

Class of Resistance Class 1  

Yield (surface/mass) 10,42 m2/kg 

Specific Weight 1,6±0,03 g/cm3 

 
 

● APPLICATION AND CURING CYCLE 
 

This powder is suitable for corona charging method. 
 

Curing cycle: 
  

- 25 minutes at 175°C (metal temperature) – 25’ x 347°F 
- 20 minutes at 180°C (metal temperature) – 20’ x 365°F 
- 15 minutes at 190°C (metal temperature) – 15’ x 374°F  

 
Recommended thickness: 60 – 80 µm 
 
 
● MECHANICAL PROPERTIES 

 

 

Test Standard Reference Result 

Buchholz ISO 2815 Ok 

Adhesion ISO 2409 Ok 

Gloss ISO 2813 ok 

 
 
 
 



VERANDA-XXX SERIES 
 
Special Metallized Powders  
 

 

2.PRODUCT AVAILABILITY 

 

 PACKING 

 

 
Cardboard packaging: 25kg net weight; smaller boxes are available on customer request 

 

3.MARKETING AND APPLICATIONS 

Dedicated marketing presentation 

 

 

 

 

 

 

 

 

 

 

Application example of Veranda powder 



 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

GICOLOR SRL 
Sede legale: Viale del Lavoro, 5 - 37040 Arcole (VR) 

Sede operativa: Via Tagliamento, 4 - 36056 Belvedere di Tezze sul Brenta (VI)  

Tel. +39 0424 560208 - Fax +39 0424 564601 

 


